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The Tarsons range of Pipette Tips have 
been designed using medical grade 
resin that will provide researchers with 
exceptional liquid handling 
performance.

Our range of standard tips 
outperforms competitive tips in the 
areas of release and retention. Thinner 

better accuracy.

Tarsons Pipette Tips brings to you the 
highest level of liquid handling 
control and performance, with the 
combination of innovative resin 
chemistry and injection molding 
expertise.

Our portfolio of tips include the 
standard tips, MAXIPENSE™ tips - low 

provide complete protection from 

the industry's highest standards for 
molding precision and clarity, and are 

DNase and Pyrogen. 

Maximum Sample Recovery
with Tarsons MAXIPENSE™ Tips
Using advanced low-retention 
technology, the tip’s hydrophobic 

sample loss due to adhesion and 
maximizes sample recovery. 

Unnecessary Sample Loss
in Standard Pipette Tips

Minimal Sample Loss in 
Tarsons MAXIPENSE™ Tips

Everytime
Exceptional
      Performance
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Complete protection
with Tarsons Filter Tips

Tips
are available in

• Standard Tips
• MAXIPENSE™ Tips
• Filter Tips

Barrier to aerosols, Tarsons Filter
Tips are designed to provide security from  
aerosol contamination.  

No 
contamination
in  Tarsons 
Filter Tips

Aerosol 
contamination
in standard tip

Standard Tips Filter Tips

Tarsons



page-4

Tamper proof bags
These bags provide easy storage and access, 
are tamper proof and have a reusable zip lock. 
They are recyclable and economic, best suited 
for regular usage. 

Perfectly crafted hinged racks
These boxes have optimized base geometry 
which provides secure handling. The racks can 
be stacked to save space - transparent lid 
allows clear viewing. 

Unique spacers make the tips nestable - space 
saving and contamination free design. 

E
arrangement allows easy reload. These are 

contamination.

Sterile Purepacks
Individually wrapped sterile tips validated 
according to EN ISO 11137-2 regulations.
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The Tarsons range of micro tips  

variety of single and 
multichannel pipettors.  A series 
of internal sealing rings ensures 

less muscular force required for 
operation. Tarsons Micro Tips 
comes in a range of extra large, 

and low retention variety 
MAXIPENSE™ tips. 

Micro Tip
System

Material: Tarsons tips are 
manufactured from Medical 
Grade Resin. This ensures 
high quality products only. 

Highly Polished Moulds: 
For extra smooth 
surfaces that reduce 
sample retention.

Manufacture: Automated 
moulding and assembling 
are carried out in clean 
room conditions - this 
eliminates all chances of 
contamination.

Low Retention: Improved 

liquids. Tarsons ensures no 
coating and extremely 
hydrophobic surfaces for 
your samples.

Universal Tip Fit: 
Tarsons tips are 

popular pipettes.

Thin Walled Tips: Discover 
thin wall tips, built with 
the latest injection 
moulding processes. The 
tips are high precision 
with excellent clarity as a 
result.

Rigorous Quality Control: 
Every Tarsons tips are 
inspected by automated 
quality control procedures. 
The products are free of 
detectable DNase, RNase and 
pyrogen.    
 Sterile tips are validated 
according to ENISO 11137-2 
regulations

Tarsons

Universal Fit: The tip collar is designed in a way 

detectable RNase, DNase and pyrogen.
Enhanced Clarity Ensures Better Sample 
Visibility: Modern injection moulding processes 
results in thin walled tips with high precision.
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pipettes without any loss of accuracy 
or precision. 

Reuse the Tip Racks and become economical and eco-friendly!

10µL 10Xl/20µL 20µL 50µL 100µL 200µL 300µL 1000µL

Filter Tips
Filter tips protect the sample 
from aerosols. A proper barrier to 
all contaminants, the tips come 
with reliable aerosol blocking 
technology. The tips are universal 
size compatible with all pipettes. 
Ideal for Molecular Biology / 
Microbiology / Cell Culture / 
radioactive applications, the 
TARSONS Filter Tips have 

which protects sample from 
contamination that occurs due to 
aerosol transfer. Designed to be 
free of detectable DNase, RNase, 
and pyrogen. Crafted in perfect 
geometry and available in low 
retention MAXIPENSE™ variety. 

Why use Tarsons Filter Tips?
The Best Quality
high density pure polyethylene (HDPE).

Ensured Safety: They contain no additives which can interfere 
with your sample. 

Sample Retrieval
and will not absorb your samples, allowing complete recovery 
of your valuable samples.

Protect your valuable samples against unwanted contamination 
by using Tarsons Filter Tips. While pipetting, the naked eye 

are, the accumulated aerosols can contaminate other samples 
that will be used later. Tarsons Filter Tips are proven to block 
maximum  aerosols that disrupt your experiment. 

Complete Sample protection

Standard Tips Filter Tips

No 
contamination
in  Tarsons 
Filter Tips

Aerosol 
contamination
in standard tips

Tarsons
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Filter Tips 

 Code Capacity µL  Description   Graduated µL

 526111 10 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Bulk - Non Sterile 1000 / 20 34 2.5/10

 526112 10XL/20 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Bulk - Non Sterile 1000 / 20 44 1/5/10/20

 526113 20 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Bulk - Non Sterile 1000 / 10 53 10/50/100

 526114 50 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Bulk - Non Sterile 1000 / 10 55 10/50/100/200

 526115 100 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Bulk - Non Sterile 1000 / 10 55 10/50/100/200

 526116 200 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Bulk - Non Sterile 1000 / 10 55 10/50/100/200

 526117 300 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Bulk - Non Sterile 1000 / 10 55 50/100/200

 526118 1000 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Bulk - Non Sterile 500 / 10 75 NA

 526119 1250XL Tip Universal Filter MAXIPENSE™ Ultra Low Retention Bulk - Non Sterile 500 / 10 98 200/500/1000

 Packaging      Length
 Unit/Case mm

Filter MAXIPENSE™ Ultra Low Retention Tips Racked (Non-Sterile)

 528100 10 Tip Universal Filter Grad Racked - Sterile 96 x 10/5 34 2.5/10

 528108 10XL/20 Tip Universal Filter Grad Racked - Sterile 96 x 10/5 44 1/5/10/20

 528101 20 Tip Universal Filter Grad Racked - Sterile 96 x 10/5 53 10/50/100

 528102 50 Tip Universal Filter Grad Racked - Sterile 96 x 10/5 55 10/50/100/200

 528103 100 Tip Universal Filter Grad Racked - Sterile 96 x 10/5 55 10/50/100/200

 528104 200 Tip Universal Filter Grad Racked - Sterile 96 x 10/5 55 10/50/100/200

 528105 300 Tip Universal Filter Grad Racked - Sterile 96 x 10/5 55 50/100/200

 528106 1000 Tip Universal Filter Racked - Sterile 96 x 10/5 75 NA

 528107 1250XL Tip Universal Filter Racked - Sterile 96 x 10/5 98 200/500/1000

 Code Capacity µL  Description   Graduated µL Packaging  Length
 Unit Rack/Case mm

Pipette Tips Filter Racked (Sterile)

 529100 10 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Racked - Sterile 96 x 10/5 34 2.5/10

 529108 10XL/20 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Racked - Sterile 96 x 10/5 44 1/5/10/20

 529101 20 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Racked - Sterile 96 x 10/5 53 10/50/100

 529102 50 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Racked - Sterile 96 x 10/5 55 10/50/100/200

 522103 100 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Racked - Sterile 96 x 10/5 55 10/50/100/200

 529104 200 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Racked - Sterile 96 x 10/5 55 10/50/100/200

 529105 300 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Grad Racked - Sterile 96 x 10/5 55 50/100/200

 529106 1000 Tip Universal Filter MAXIPENSE™ Ultra Low Retention Racked- Sterile 96 x 10/5 75 NA

 529107 1250XL Tip Universal Filter MAXIPENSE™ Ultra Low Retention Racked - Sterile 96 x 10/5 98 200/500/1000

 Code Capacity µL  Description   Graduated µL Packaging   Length
 Unit Rack/Case   mm

Filter MAXIPENSE™ Ultra Low Retention Tips Racked (Sterile)

 527100 10 Tip Universal Filter Grad Bulk - Non Sterile 1000 / 20 34 2.5/10

 527108 10XL/20 Tip Universal Filter Grad Bulk - Non Sterile 1000 / 20 44 1/5/10/20

 527101 20 Tip Universal Filter Grad Bulk - Non Sterile 1000 / 10 53 10/50/100

 527102 50 Tip Universal Filter Grad Bulk - Non Sterile 1000 / 10 55 10/50/100/200

 527103 100 Tip Universal Filter Grad Bulk - Non Sterile 1000 / 10 55 10/50/100/200

 527104 200 Tip Universal Filter Grad Bulk - Non Sterile 1000 / 10 55 10/50/100/200

 527105 300 Tip Universal Filter Grad Bulk - Non Sterile 1000 / 10 55 50/100/200

 527106 1000 Tip Universal Filter Bulk - Non Sterile 500 / 10 75 NA

 527107 1250XL Tip Universal Filter Bulk - Non Sterile 500 / 10 98 200/500/1000

Pipette Tips Filter Bulk Bag (Non Sterile)
 Code Capacity µL  Description   Graduated µL Packaging Length

 Unit/Case mm

Tarsons
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Use the MAXIPENSE™ range for low 
retention and prevent sample 
wastage with the Tarsons MAXIPENSE™ 
range. With the unique design of 
hydrophobicity, the MAXIPENSE™ 
variety lets your precious liquids roll 

The MAXIPENSE™ tips have universal 
crown size compatible with all 
popular pipettes. The pipette tips are 
designed to have low surface 
retention which is achieved by 
modifying surface of polymer with 

are of excellent chemical resistance 

or autoclaving. They are free of 
detectable DNase, RNase and 
Pyrogen.  Perfect geometry tips are 
useful for sensitive PCR/Real time PCR 
reactions. Available in racked and 
sterile varieties.

Tarsons MAXIPENSE™ uses superior technology to optimise the 

‘sticky’ liquids. Tarsons MAXIPENSE™ tips have no coating to 

surface to minimise sample wastage.

Why use Tarsons MAXIPENSE™ Tips?

• Made from medical grade virgin polypropylene
• Improved sample recovery
• Reduced DNA binding
• Autoclavable
• Fits all popular pipettes

Residual volume comparison
Tarsons standard tips have been compared in terms of retention
with MAXIPENSE™ variety. MAXIPENSE™ has lowest retention rates,

Residual volume in 300 µL TARSONS graduated MAXIPENSE™ Tips, TARSONS
300 µLStandard Tip

MAXIPENSE™ Tip

Tarsons MAXIPENSE™ Tips protect
your precious
samples from wastage!

MAXIPENSE™

Low Retention
Tips 

Tarsons
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The super hydrophobic 
surface of MAXIPENSE™
tips exactly mimics the 

drop assumes almost a 
spherical shape. It means 
that the contact surface 
between the droplet and 
the surface is extremely 
small - the liquid drop 

sticking to the surface. 

Why use
         Tarsons

MAXIPENSE™

Tips?
There might be need to handle highly 
viscous liquids, and annoyingly liquids like 
Triton X 100 or Tween cannot be pipetted 
properly. Most users have taken to cutting 
of the regular pipette tips which again 
leads to contamination of samples. There 
are wide bore tips, but that does not 
resolve the problem of sample loss in the 
pipette tip itself. Reverse pipetting  could 
be a plausible solution, but then again, it 
would need a larger amount of sample, 
and would incur sample wastage too. 

The problem is persistant not only with 
solution preparation with viscous liquids, 
but also in sample handling of expensive 
enzymes that require extreme precision 
while pipetting. Expensive reagents are 
often available in small quantities, with 
foaming tendencies. In these cases, the 
liquid retention in the tips should be 
minimized as much as possible, and the 

liquid on the tip walls.   

To ensure complete sample recovery, 
there is need to use pipette tips with 
special surface properties. The objective is 
to design a surface that is most 
hydrophobic - so that no liquid is retained 
in the tip.  Tarsons manufactures Low 
Retention MAXIPENSE™ tips for precious 
sample recovery - an essential solution to 
the persistant problem of sample 
retention.

Hydrophobic property of the surface means that it is “water repellent” - it is used 

result of surface tension

The lower the surface energy, the more hydrophobic the material will be.
When designing MAXIPENSE™ pipette tips, the objective is to reduce the
surface tension energy of the resin so that the amount of liquid remaining
in the tip is reduced by the increased hydrophobicity. 

Contact Angle  ≤ 30° 

Hydrophilic

Contact Angle  ≥ 120°  

Hydrophobic

Contact Angle  ≥ 150°  

Super Hydrophobic
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MAXIPENSE™
Tips

 523100 10 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Bulk 1000 / 20 34 2.5/10

 523109 10XL/20 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Bulk 1000 / 20 44 1/5/10/20

 523101 200 Tip Universal MAXIPENSE™ Ultra Low Retention Beveled Bulk 1000 / 10 51 NA

 523102 200 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Bulk 1000 / 10 53 10/50/100

 523108 250 Tip Universal MAXIPENSE™ Ultra Low Retention Bulk 1000 / 10 55 10/50/100/200

 523103 300 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Bulk 1000 / 10 55 50/100/200

 523104 1000 Tip Universal MAXIPENSE™ Ultra Low Retention Beveled Grad Bulk 500 / 10 71 100/500

 523105 1000 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Bulk 500 / 10 71 100/500

 523106 1000 Tip Universal Wide Bore MAXIPENSE™ Ultra Low Retention Bulk 500 / 10 73 NA

 523107 1250 Tip Universal MAXIPENSE™ Ultra Low Retention Bulk 500 / 10 75 NA

 523200 1250XL Tip Universal MAXIPENSE™ Ultra Low Retention Bulk 500 / 10 98 200/500/1000

 Code Capacity µL  Description   Graduated µLPackaging
Unit/Case

Length
mm

MAXIPENSE™
Ultra Low Retention Tips Bulk Bags
( Non Sterile )

 524100 10 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked 96 x 10/5 34 2.5/10

 524108 10XL/20 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked 96 x 10/5 44 1/5/10/20

 524101 200 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked 96 x 10/5 53 10/50/100

 524109 250 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked 96 x 10/5 55 10/50/100/200

 524102 300 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked 96 x 10/5 55 50/100/200

 524103 1000 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked 96 x 10/5 71 100/500

 524104 1250 Tip Universal MAXIPENSE™ Ultra Low Retention Racked 96 x 10/5 75 NA

 524105 1250XL Tip Universal MAXIPENSE™ Ultra Low Retention Racked 96 x 10/5 98 200/500/1000

 Code Capacity µL  Description   Graduated µLPackaging
Unit Rack/Case

Length
mm

MAXIPENSE™
Ultra Low Retention Tips Racked
( Non Sterile )

 526100 10 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked-Sterile 96 x 10/5 34 2.5/10

 526108 10XL/20µL Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked-Sterile 96 x 10/5 44 1/5/10/20

 526101 200 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked-Sterile 96 x 10/5 53 10/50/100

 526109 250 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked-Sterile 96 x 10/5 55 10/50/100/200

 526102 300 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked-Sterile 96 x 10/5 55 50/100/200

 526103 1000 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked-Sterile 96 x 10/5 71 100/500

 526104 1250 Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked-Sterile 96 x 10/5 75 NA

 526105 1250XL Tip Universal MAXIPENSE™ Ultra Low Retention Grad Racked-Sterile 96 x 10/5 98 200/500/1000

 Code Capacity µL  Description   Graduated µLPackaging
Unit Rack/Case

Length
mm

MAXIPENSE™
Ultra Low Retention Tips Racked
( Sterile )

Tarsons
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Micro Tips
Tarsons

 Code Capacity µL  Pipette Tips Bulk Bags   Graduated µL

 521000 10 Tip Universal Grad Gilson Style Bulk 1000 / 20 34 2.5/10

 521050 10 XL/20 Tip Universal Grad Eppendorf Style Bulk 1000 / 20 44 1/5/10/20

 521010 200 Tip Universal Beveled Bulk 1000 / 10 51 NA

 521010-Y 200 Tip Universal Beveled Bulk-Yellow 1000 / 10 51 NA

 521014 200 Tip Universal Grad Eppendorf Style Bulk 1000 / 10 53 10/50/100

 521014-Y 200 Tip Universal Grad Eppendorf Style Bulk-Yellow 1000 / 10 53 10/50/100

 521019 250 Tip Universal Grad Bulk 1000 / 10 55 10/50/100/200

 521015 300 Tip Universal Grad Eppendorf Style Bulk 1000 / 10 55 50/100/200

 521020 1000 Tip Universal Beveled Grad Bulk 500 / 10 71 100/500

 521020-B 1000 Tip Universal Beveled Grad Bulk-Blue 500 / 10 71 100/500

 521016 1000 Tip Universal Grad Eppendorf Style Bulk 500 / 10 71 100/500

 521016-B 1000 Tip Universal Grad Eppendorf Style Bulk-Blue 500 / 10 71 100/500

 521017 1000 Tip Universal Wide Bore Bulk 500 / 10 73 NA

 521040 1250 Tip Universal  Bulk 500 / 10 75 NA

 521018 1250 XL Tip Universal  Bulk 500 / 10 98 200/500/1000

 Packaging Length
 Units/Case mm

Pipette Tips
Bulk Bag
(Non Sterile)

 521100 10 Tip Universal Grad Racked 96 x 10/5 34 2.5/10

 521108 10 XL/20 Tip Universal Grad Racked 96 x 10/5 44 1/5/10/20

 521101 200 Tip Universal Grad Racked 96 x 10/5 53 10/50/100

 521101-Y 200 Tip Universal Grad Racked-Yellow 96 x 10/5 53 10/50/100

 521107 250 Tip Universal Grad Racked 96 x 10/5 55 10/50/100/200

 521102 300 Tip Universal Grad Racked 96 x 10/5 55 50/100/200

 521103 1000 Tip Universal Grad Racked 96 x 10/5 71 100/500

 521103-B 1000 Tip Universal Grad Racked-Blue 96 x 10/5 71 100/500

 521104 1250 Tip Universal Grad Racked 96 x 10/5 75 NA

 521111 1250XL Tip Universal Grad Racked 96 x 10/5 98 200/500/1000

 Code Capacity µL  Pipette Tips Racked Non Sterile   Graduated µL      Packaging Length
 Units Rack/Case mm

Pipette Tips
Graduated
Racked
(Non Sterile)

 522100 10 Tip Universal Grad Racked - Sterile 96 x 10/5 34 2.5/10

 522108 10 XL/20 Tip Universal Grad Racked - Sterile 96 x 10/5 44 1/5/10/20

 522101 200 Tip Universal Grad Racked - Sterile 96 x 10/5 53 10/50/100

 522101-Y 200 Tip Universal Grad Racked - Sterile-Yellow 96 x 10/5 53 10/50/100

 522109 250 Tip Universal Grad Racked - Sterile 96 x 10/5 55 10/50/100/200

 522102 300 Tip Universal Grad Racked - Sterile 96 x 10/5 55 50/100/200

 522103 1000 Tip Universal Grad Racked - Sterile 96 x 10/5 71 100/500

 522103-B 1000 Tip Universal Grad Racked - Sterile-Blue 96 x 10/5 71 100/500

 522104 1250 Tip Universal Racked - Sterile 96 x 10/5 75 NA

 522105 1250XL Tip Universal Racked - Sterile 96 x 10/5 98 200/500/1000

 Code Capacity µL  Pipette Tips Racked Sterile   Graduated µL      Packaging Length
 Units Rack/Case mm

Pipette Tips
 Racked
(Sterile)

 521031 5 Tip Grad Eppendorf Compatible Bulk 250/10
 521032 5 Tip Gilson Compatible Bulk 250/10
 521036 5 Tip Thermo Compatible Bulk 250/10
 521033 10 Tip Gilson Compatible Bulk 100/10
 521934 10 XL Tip Eppendorf Style Grad X-Long Bulk 100/10

 Code Capacity ml  Description Packaging 
Units/Case

Macro Tips
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PUREPACK
Pipette Tips

™

The Tarsons PUREPACK™ 
Tips are individually packed 
which ensure sterility for 
every single pipetting cycle. 
The tips are free of 
detectable Endotoxin,  
DNase and RNase. The 
individually wrapped tips 
ensure the greatest purity 
standards and have been 
validated according to 
ENISO 11137-2 regulations.

The tips are available in 

compatible with almost all 
of the pipette brands 
available in the market, 
PUREPACK™ is available in 
standard tips, Filter Tips, 
MAXIPENSE™ Tips, and 
MAXIPENSE™ Filter Tips. 

Features:

1. Compatible with
 majority of pipette brands

2. Ideal tip for applications
 with high accuracy and
 reproducibility
 
3. Batch number and
 expiration date printed
 on individual wrap

 520010 10 PUREPACK™ Pipette Tips - Sterile 1 / 400 34 2.5/10

 520011 10XL/20 PUREPACK™ Pipette Tips - Sterile 1 / 400 44 1/5/10/20

 520012 200 PUREPACK™ Pipette Tips - Sterile 1 / 400 53 10/50/100

 520013 300 PUREPACK™ Pipette Tips - Sterile 1 / 400 55 50/100/200

 520014 1000 PUREPACK™ Pipette Tips - Sterile 1 / 400 71 100/500

 Code Capacity µL  Description Graduated µLPackaging
Unit Rack/Case

Length
mm

 520037 10 PUREPACK™ Pipette Tips Filter - Sterile 1 / 400 34 2.5/10

 520038 10XL/20 PUREPACK™ Pipette Tips Filter - Sterile 1 / 400 44 1/5/10/20

 520039 20 PUREPACK™ Pipette Tips Filter - Sterile 1 / 400 53 10/50/100

 520040 50 PUREPACK™ Pipette Tips Filter - Sterile 1 / 400 55 10/50/100/200

 520041 100 PUREPACK™ Pipette Tips Filter - Sterile 1 / 400 55 10/50/100/200

 520042 200 PUREPACK™ Pipette Tips Filter - Sterile 1 / 400 55 10/50/100/200

 520043 300 PUREPACK™ Pipette Tips Filter - Sterile 1 / 400 55 50/100/200

 520044 1000 PUREPACK™ Pipette Tips Filter - Sterile 1 / 400 75 NA

 Code Capacity µL  Description Graduated µLPackaging
Unit Rack/Case

Length
mm

 520031 10 PUREPACK™ MAXIPENSE™ Pipette Tips - Sterile 1 / 400 34 2.5/10

 520032 10XL/20 PUREPACK™ MAXIPENSE™ Pipette Tips - Sterile 1 / 400 44 1/5/10/20

 520033 200 PUREPACK™ MAXIPENSE™ Pipette Tips - Sterile 1 / 400 53 10/50/100

 520034 300 PUREPACK™ MAXIPENSE™ Pipette Tips - Sterile 1 / 400 55 50/100/200

 520035 1000 PUREPACK™ MAXIPENSE™ Pipette Tips - Sterile 1 / 400 71 100/500

 Code Capacity µL  Description Graduated µLPackaging
Unit /Case

Length
mm

 520050 10 PUREPACK™ MAXIPENSE™ Filter Pipette Tips - Sterile 1 / 400 34 2.5/10

 520051 10XL/20 PUREPACK™ MAXIPENSE™ Filter Pipette Tips - Sterile 1 / 400 44 1/5/10/20

 520052 20 PUREPACK™ MAXIPENSE™ Filter Pipette Tips - Sterile 1 / 400 53 10/50/100

 520053 50 PUREPACK™ MAXIPENSE™ Filter Pipette Tips - Sterile 1 / 400 55 10/50/100/200

 520054 100 PUREPACK™ MAXIPENSE™ Filter Pipette Tips - Sterile 1 / 400 55 10/50/100/200

 520055 200 PUREPACK™ MAXIPENSE™ Filter Pipette Tips - Sterile 1 / 400 55 10/50/100/200

 520056 300 PUREPACK™ MAXIPENSE™ Filter Pipette Tips - Sterile 1 / 400 55 50/100/200

 520057 1000 PUREPACK™ MAXIPENSE™ Filter Pipette Tips - Sterile 1 / 400 75 NA

 Code Capacity µL  Description Graduated µLPackaging
Unit Rack /Case

Length
mm

PUREPACK™ Pipette Tips (Sterile)

PUREPACK™ Pipette Filter Tips (Sterile)

PUREPACK™ MAXIPENSE™ Pipette Tips (Sterile)

PUREPACK™ MAXIPENSE™ Pipette Filter Tips (Sterile)

Tarsons
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   System Code Capacity µL  Description Graduated µLPackaging
Unit Rack/Case

Length
mm

Pipette Tip Reload System (Non Sterile)

 Code Capacity µL  Description Graduated µLPackaging
Unit Rack/Case

Length
mm

Pipette Tip Reload System (Sterile)

MAXIPENSE™ - Non Sterile 96 x 10 / 10 34 2.5/10

MAXIPENSE™ - Non Sterile 96 x 10 / 10 44 1/5/10/20

MAXIPENSE™ - Non Sterile 96 x 10 / 10 53 10/50/100

MAXIPENSE™ - Non Sterile 96 x 10 / 10 55 50/100/200

MAXIPENSE™ - Non Sterile 96 x 10 / 10 70 100/500

 Code Capacity µL  Description Graduated µLPackaging
Unit Rack/Case

Length
mm

MAXIPENSE™ Pipette Tip Reload System (Non Sterile)

MAXIPENSE™ - Sterile 96 x 10 / 10 34 2.5/10

MAXIPENSE™ - Sterile 96 x 10 / 10 44 1/5/10/20

MAXIPENSE™ - Sterile 96 x 10 / 10 53 10/50/100

MAXIPENSE™ - Sterile 96 x 10 / 10 55 50/100/200

MAXIPENSE™ - Sterile 96 x 10 / 10 70 100/500

 Code Capacity µL  Description Graduated µLPackaging
Unit Rack/Case

Length
mm

MAXIPENSE™ Pipette Tip Reload System (Sterile)

your laboratory space. These
are convenient packs that

fewer racks and keep the
remaining wafers sealed.

no requirement to repeatedly
line tips up with holes in the
rack. Simply remove the wafer

into an empty Tarsons Tip Box.
The wafers stay secured in
the box until you are ready to
replace them.

Tarsons

 Code Compatibity with Tarsons Tips  Description Packaging
Unit Rack/Case

Tray
Colour

 

524053 2-200 ul, 200 ul grad, 250 ul grad,  96 Place Yellow 10/5

  (transparent/coloured)

524054 200-1000 ul & coloured 200-1000 ul 96 Place Blue Thick 10/5

  (transparent/coloured)  

96 Place Blue Thin 10/5

Empty Tip Box
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Find the proper tip for any pipette in your lab.

Easily select the correct tip to match your application requirements in 
the lab. With hundreds of pipette tips, the selection guide will help 

pipette for consistent results.

eliretS dekcaR dekcaR  kluB  noitpircseD 

1000 µL - Grad - length 71 mm 
Compatable with Eppendorf, Finnipipet, Gilson and Tarsons Pipettes

10 µL - length 34 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

10XL/20 µL - length 44 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

200 µL - Beveled - length 51 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

200 µL - Grad - length 53 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

1000 µL - Wide Bore - length 73 mm 
Wide Bore Tips ideal for working with viscous materials, genomic DNA or 
delicate cell cultures. Compatable with Eppendorf, Finnipipet, Gilson and 
Tarsons Pipettes

1250 µL - length 75 mm 
Compatable with Eppendorf, Finnipipet, Gilson and Tarsons Pipettes

5 ml - length 150 mm 
Easy to reach access restricted sample areas and to reach bottom of long 
tubes. Compatable with Gilson and Tarsons Pipettes

10 ml - Grad - length 165 mm 
Compatable with Eppendorf, Gilson and Tarsons Pipettes

10 ml - Extra Long Grad - length 243 mm 
Easy to reach access restricted sample areas and to reach bottom of long 
tubes. Compatable with Eppendorf, Gilson and Tarsons Pipettes

300 µL - Grad - length 55 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

1000 µL - Beveled - length 71 mm 
Compatable with Eppendorf, Finnipipet, Gilson and Tarsons Pipettes

1250 XL µL - length 98 mm 
Compatable with Eppendorf, Finnipipet, Gilson and Tarsons Pipettes

5 ml - Grad - length 120 mm 
Compatable with Eppendorf and Tarsons Pipettes

Micro Tips 

Tarsons
Pipette 
Compatibility
Chart
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 Description  Bulk  Racked Racked Sterile

1000 µL - Grad - length 71 mm 
Compatable with Eppendorf, Finnipipet, Gilson and Tarsons Pipettes

10 µL - length 34 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

10XL/20 µL - length 44 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

200 µL - Beveled - length 51 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

200 µL - Grad - length 53 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

1000 µL - Wide Bore - length 73 mm 
Wide Bore Tips ideal for working with viscous materials, genomic DNA or 
delicate cell cultures. Compatable with Eppendorf, Finnipipet, Gilson and 
Tarsons Pipettes

1250 µL - length 75 mm 
Compatable with Eppendorf, Finnipipet, Gilson and Tarsons Pipettes

300 µL - Grad - length 55 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

1000 µL - Beveled - length 71 mm 
Compatable with Eppendorf, Finnipipet, Gilson and Tarsons Pipettes

MAXIPENSE™ Tips 

 Description  Bulk  Racked Racked Sterile

Filter Tips 

300 µL - length 55 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

10 µL - length 34 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

10XL/20 µL - length 44 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

20 µL - length 53 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

50 µL - length 55 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

1000 µL - length 75 mm 
Compatable with Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

100 µL - length 55 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes

200 µL - length 55 mm 
Compatable with Biohit, Eppendorf, Finnipipet, Gilson, Nishiriyo, Rainin and 
Tarsons Pipettes
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